
ATTOM 678  
TOP TAKE-OFF MACHINE 

 

QUALITY - PERFORMANCE - RELIABILITY 
 

THE AUTOMATIC TOP TAKE-OFF MACHINE ATTOM 678 IS DESIGNED  
TO PRODUCE HIGH QUALITY 6”, 7”, 8” Ø 90° TAPERED TAKE-OFFS. 

 
• INCREASE PRODUCTIVITY WITH CYCLE TIMES OF APPROXIMATELY 10 SECONDS 
 
• HIGH QUALITY CUTTING AND FORMING MEANS LESS SCRAP 
 
• FULL SAFETY FEATURES 

ASSURE SAFETY OF  
   OPERATOR AND PASSERSBY 
 * OPTIONAL LIGHT CURTAIN AVAILABLE 
 

 
TECHNICAL FEATURES 
-Pre-Programmed P.L.C. 
-Proportional Valve with Ramping 
    Control of the Gear Head 
-Easy-to-Use Operator Interface 
-No Air Supply Required 
-Integrated Lubricating System 
-Hardened and Heat-Treated Tooling 
-Electrical: 230/460 VAC 3Ø 
-Recommended Material: 
    0.012”-0.015” Galvanized 
 
 
WARRANTY 
Machines will carry a full 1 year 
warranty on all materials and 
workmanship. 
 
 
CONTACT 
Cleveland Tool And Machine 
5240 Smith Road 
Brook Park, OH 44142 
Tel: (216) 267-6010 
Fax: (216) 267-6011 
E-mail: info@clevtool.com 
www.clevtool.com 
 
 
 
NOTE:  The take-offs produced by the ATTOM 678 will need a seating bead.   
             The ABM 678 completes this for full tab, half tab, and duct board parts. 
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